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METALLIC PRESSURE GAUGES ND80  
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Pressure Gauges ND80  
-With rubber Protection: 
-Painted metal body 
-Transparent PMMA 
-Double scale bar/psi 
-Class 1.0 
-Radial connection M10x100 
-14 mm square 
-Included quality documents 

REFERENCE 
Part Number 

ECHELLE GRADUEE (BAR ET PSI) 
SCALE (BAR AND PSI) 

Bar PSI 

LJNA 3080-600 0 --> 600 0 --> 8700 

LJNA 3080-400 0 --> 400 0 --> 5800 

LJNA 3080-250 0 --> 250 0 --> 3600 

LJNA 3080-160 0 --> 160 0 --> 2300 

LJNA 3080-100 0 --> 100 0 --> 1400 

LJNA 3080-60 0 --> 60 0 --> 870 

LJNA 3080-40 0 --> 40 0 --> 580 

LJNA 3080-25 0 --> 25 0 --> 360 

LJNA 3080-16 0 --> 16 0 --> 230 

LJNA 3080-10 0 --> 10 0 --> 145 

LJNA 3080-6 0 --> 6 0 --> 87 

LJP Industries 
18, rue de la place    

77410 CLAYE - SOUILLY CEDEX 
Tel: 01.60.26.16.72  

Contact: infos@ljpaero.com 

Manomètre DN80  
-Avec Protection caoutchouc : 
-Corps métallique laqué 
-Transparent en PMMA 
-Double échelle bar/psi 
-Classe 1.0 
-Raccord M10x100 
-Carré de 14 mm 
-Documents qualité inclus 
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46 mm 

LJNA 3080-1,6 

LJNA 3080-1 

0 --> 1,6 

0 --> 1 

0 --> 23 

0 --> 14,5 

LJNA 3080- (-1) 0 --> (-1) 0 --> (-14,5) 


